12 

PREPARE 
ELECTRODE 
ACTIVE 
MIX 



.14 



FILTER 
SOLVENT 



r 16 

PREPARE 
FILTER 
CAKE 



L 



22 



CUT CATHODE 
SHEET INTO 
BLANKS 



L 



24 



1 



18 



FEED, CALENDER 
AND SLIT USING 
SERIES ROLL 
MILLS TO PRODUCE 
CATHODE SHEET 



1 



20 



PELLET 
FORMATION 



SECONDARY CALENDERING 
OF BLANKS IN 
ORTHOGONAL DIRECTION 



r 



TERNARY CALENDERING 
OF BLANKS IN ORIGINAL 
DIRECTION OF STEP 18 AND 
ROTATED BOTTOM OVER TOP 



28- 



VACUUM 
DRY 



30* 



riG. 1 




PUNCH CALENDERED 
BLANK TO SIZE 



32' 



TO PRESSING 
STATION 
(SEE FIG. 2) 



CD 



O 



LU 

CO 



^§co 

< CO Z) 

ct: co i— 

Q LU x 




PLACE CATHODE 
SCREEN ON 
BLANK AND 
ENSURE IT IS 
CENTERED 






XT 




PLACE FIRST 
CATHODE BLANK 
INTO BOTTOM 
FIXTURE 


i 




CNJ 

\ 




LU 




TARE SCAL 





lu9 

01 — I 
iLpLiJ 

CLZ 



CM 



10 



Q_ 

0 2 LU 
I— — 0^ 
I— CD 3 

o: =) i- 

LUZjX 

coq-lZ 



o 
to 



1 



65 



Q- LU 

W QOI" 



00 



A. 



Q.LU 

< Z) o 
_J h- CO 
OLX 







Pre-P1 OCV(V) 



